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6176”Type (B1)6(76“Type 162) 6/76”Type (83 10" -6" 10" -6" n 10° -6" 3. For payment see special specification "Cable Barrier System".
T A 4, All posts are set in concrete sockets unless otherwise specified.
End Foundation . r‘ 5. Spacing of the |ine post may be decreased. For additional
48" Dia(min) information see the manufacturer’s product manual.
6. WRGT end terminal is NCHRP-350 approved and may be located within
| DN == D 277 7 ey the Horizontal Clear Zone. End Terminal taper may not exceed 25:1,
| ; 1 Typ. at Standard RN 50:1 or less is preferred.
B Line Post Type(S) N
I See Note 4, 9,10 7. Wire Rope Safety Fence (WRSF) is recommended for depressed median
L = - - - and 13. - installations on slopes of 6:1 or flatter, placed where an errant
Typical at first L—A vehicle can approach on a relatively smooth surface.
Refer to End four post (Socketed) T !
Anchor Detal l (See Note 13) 12"dia 12”.d\o 8. The WRSF is designed for bi-directional traffic flows. See the
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Anchorage iy 12. See the Texas MUTCD for proper "Barrier" delineation.
Anch = . . . .
Frame Cgﬁnggiggn \ 13. End anchor and post foundation sizes are determined by soil
classification and conditions as well as temperature extremes.
= 3/ Refer to product manual or contact Brifen USA.
| (Increases to 28 ¥ Tapered Steel
N | gt Standard Line Post) Wozher (1f required) . . .
Grade surrounding * a E?TE%ESMOM Mechanical Ret oot
area to drain. eftlector as
e Tail Rope Post Cap Reflector as specified on
- - 7W@m . . HDPE Square specified both post A & B
| [~ Reinforcing Washer or Nylon
| Reinforcing Ring Square Washer: LA see Note 9 and 10. P i
=
I Cage —_— | \WRGT % 4] . N ’ e L
I Socket Square Steel Location of N =
I concrete Washer o= Ropes ! , " -
I i . o
[ igggdigw“gnﬁ) . T Concrete Nuts & o : P 2 Excluder
L v M Foundation Washers 12
****************** (See Note 13) . N Ground
" . . s . <
48" Dia(min) 14" Diq - Line
(min) * See WRGT Terminal - ~ Ground
Post Detail \Remfomm Line
g
|END ANCHORAGE DETAIL | ANCHORAGE CONNECTION DETAIL S| N Fing (3" below = T =
1 k‘o = || \surfoce) \/ .
| E Line Post - PN
Threaded Threaded N N Socket Relief Notch
T inal (LH Th ds) Terminal (RH Threads) \ on Anchor =
ermina reads D Concrete Foundation Side
¢ € — . : See Note 4 & 13 L. il "
« Reflector as Post C 4 g / —
ified ost Cap
Standard Fitted Rope Assembly specitie \ﬁ/ SECTION A-A 2/
‘ Standard Length = 1007’ ! 1(2“_01)0 WRGT Socket . :
. Reinforcin min 1/ | " 3/ c-
COMPONENT ROPE 1] Ropes E‘“ R.“mg 1ng r—j (5 V2"x 2 Y/g"x 17 ¥a™)
—_— R <
Steel Washer 9 :
Threaded o POST TYPE (A) POST TYPE (B)
TENSION CHART Terming] HDPE Wosher\ Mechanical Fitting ./ . |
(If required)
AMBIENT ROPE \ ( ( i q |
TEMPERATURE |  TENSION ¢ i ) ) i = PLAN VIEW WRGT TERMINAL POSTS DETAIL
i L85 Tail rope to required length G(ound o STANDARD LINE POST
100 2110 ™" ded Combination Line i
reade . L R
% 2531 Threodec - //yﬁyﬂ%cc‘ ccccd BN Recccd T o CONCRETE FOUNDATION
Steel Soil
—— A, (e : (SOCKET
Tail rope to required length \\ BN
s 387 . | SOCKETED POST (TYPE S) DETAIL WIRE ROPE SAFETY FENCE
59 5006
- ceoe TAIL ROPE (TL-3, 4 Rope)
N ) 4’f L] Sfee\_p\cﬁe we | ded (B 'F USA S 'F + F )
a1 6244 Left hand L N Right hand - : L $ to Driven Post ritTen ’ arety ence
32 6863 threaded F T threaded N
M P.E. SEAL
- \ﬁ - = - ELEVATION VIEW SIDE VIEW . £, SEAl
14 8100
(OPTIONAL) LINE POST PRELIMINARY FILE: DN: cK: DW: CcK:
0 9100 TURNBUCKLE/RIGGING SCREW [A52] See General Note 4 SUBJECT TO REVISION DISTRICT FEDERAL AID PROJECT SHEET
REVISIONS
DRIVEN POST (TYPE D) DETA I L COUNTY CONTROL | SECT Jos HIGHWAY

ROP

E COMPONENTS AND TENSION CHART |




